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  WINDBREAK OPERATION 1

1.1. RAISING THE MOVABLE GLASS PANEL / EXTENDING THE WINDBREAK

Place both hands on the upper edge of the movable glass panel (inner glass panel) and gently lift it upwards (see FIG. 1.1).

The glass panel can be raised to its maximum height or stopped at any point along its travel, where it will remain securely in position 
(see FIG. 1.2).

To prevent sudden impact at the end of its travel raise the glass panel in a smooth and controlled manner. To avoid sudden impacts at the 
end of its travel.

FIG. 1.1 PULL THE MOVABLE 

GLASS PANEL UPWARDS

THE MOVABLE 
GLASS PANEL CAN 

BE RAISED TO ANY 
POINT ALONG ITS 

TRAVEL

FIG. 1.2
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1.2. LOWERING THE MOVABLE GLASS PANEL / CLOSING THE WINDBREAK

Place your hands again on the edge of the extended glass panel and apply downward pressure at any point (see FIG. 1.3).

The movable glass panel can be lowered at any point along its travel, where it will remain securely in place. in position.

It is important not to lower the glass panel too quickly in order to avoid sudden impacts at the end of its travel.

	 FIG. 1.3
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2.1. ALUMINIUM MAINTENANCE

Aluminium requires very little maintenance and is simple to care 
for; however, it must still be taken into account. The aluminium 
structures of Acristalia enclosure systems are of optimum quality, 
but to preserve their functionality over time it is necessary to 
follow these recommendations:

-	 Clean the profiles three to four times a year. If they are located 
near chemical industries or on the seafront, monthly cleaning 
is recommended. The simplest way to clean them is by gently 
rubbing with a soft cloth 
or chamois dampened with warm water and a little soap, 
or with a cleaning product. 

-	 Clean and remove any residues, impurities or other small 
objects that may remain inside the posts. 

-	 You may sweep or vacuum for optimum removal.

-	 The use of abrasive products or unsuitable chemicals is not 
recommended.

2.2. GLASS MAINTENANCE

Glass is a hard material, but it should not be forgotten that it can be 
scratched. Even so, it is durable and, with proper maintenance, can 
last practically forever.

It should be cleaned frequently to remove dirt from the glass 
surface and thus prevent the possible appearance of stains. 

Glass contains sodium, and this mineral reacts with moisture 
in the air and can generate sodium hydroxide, which is quite 
corrosive to the glass itself. The generated sodium hydroxide must 
not be allowed to remain on the glass for long, as it could cause 
permanent damage and the glass would have to be replaced. An 
easy and effective way to remove it is with water and any standard 
glass-cleaning product.

The windbreak should slide easily. If it does not, check that there 
are no foreign objects inside the posts. If the problem persists, 
notify your installation company. 

2.3. CLEANING AND PRECAUTIONS

The PVC gaskets used on the glass of the fixed section must never 
come into contact with abrasive cleaning products, as contact 
with this type of product, together with continued exposure to 
sunlight, can accelerate deterioration of these gaskets if they are 
not properly maintained.

  CLEANING AND MAINTENANCE 2

For glass cleaning, we recommend following these tips:

-	 Extend the system in order to access both sides 
of the glass panels.

- 	 Use only products intended for cleaning 
glass and follow the manufacturer’s instructions. 
For optimum cleaning, it is recommended to remove the applied 
product with a dry, soft and clean cloth.

-	 Another option for cleaning the glass is to apply a combination 
of alcohol or ammonia with 50% water, rinse with warm water 
and dry with a dry, soft and clean cloth.

-	 Never use abrasive cleaning products or petroleum-derived 
products. 

-	 Do not use tools that may cause damage or scratches; 
special care must be taken with special or coated glass.

-	 Never clean glass dry.

-	 Hydrofluoric acid and phosphoric acid are corrosive to 
the glass surface and must never be used.

-	 Care must be taken to avoid splashing the glass when cleaning 
metal profiles, brickwork or masonry. 

-	 Avoid welding spatter.

-	 Clean with some frequency and, where possible, do so in the 
shade, avoiding direct 
sunlight or cleaning when the glass is hot.

Profiles should be cleaned using cloths or chamois, never scrapers 
or tools that could damage 
them. Likewise, neutral, non-abrasive products should be used, 
regardless of the profile finish. 

If you have any questions, please contact us.

If you have any doubts or questions about the cleaning, 
use or maintenance of any Acristalia enclosure system, contact 
your installation company 
or call us.
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